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® Product Photo

m Profile

B4

Mounting | Side mount w/mounting brackets.
Side Clearance | 0.89"(22.5 mm) + 1/32" !

Height|2.75"(69.8 mm) C oo oo oSS oSS oSS oS o oo
Loading | 180 pound (80 kgs) class.

Size | 12"(300 mm) through 28"(700 mm) at 2"(50 ) )
mm) increment. B Clear Zinc B Black Zinc

351

B Surface Treatment

Feature | Heavy duty w/1" over travel extension,
quick release brackets all quick drawer removal,
anti-rebound bumpers, non-handed slide member.

Option |None.
m Packaging
W Distribution /5 pairs per box
*Box QTY might vary with different length,
the info provided here is based on 18"
(450 mm)
m Profile
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Specification Table
SIZE sL L A ] c D E F G H [ J K L
12" (300mm) 304.80(120.000) 330.2(13.00) 135.40(5.331) 179.10(7.051) 204.50(8.051) 229.90(9.051) 45.20(1.780) 190.50(7.500) 240.40(9.465) 152.40(6.000) 20.20(0.795) 32.50(1.280)
14" (350mm) 355.60(14.000) 381.0(15.00) 186.20(7.331) 229.90(9.051) 255.30(10.051) 280.70(11.051) 45.20(1.780) 190.50(7.500) 240.40(9.465) 152.40(6.000) 20.20(0.795) 32.50(1.280)
16" (400mm) 406.40(16.000) 431.8(17.00) 237.00(9.331) 280.70(11.051) 306.10(12.051) 331.50(13.051) 45.20(1.780) 190.50(7.500) 240.40(9.465) 152.40(6.000) 20.20(0.795) 32.50(1.280)
18" (450mm) 457.20(18.000) 482.6(19.00) 190.50(7.500) 287.80(11.331) 331.50(13.051) 356.90(14.051) 382.30(15.051) 57.90(2.280) 266.70(10.500) 316.60(12.465) 203.20(8.000) 32.90(1.295) 45.20(1.780)
20" (500mm) 508.00(20.000) 533.4(21.00) 215.90(8.500) 338.60(13.331) 382.30(15.051) 407.70(16.051) 433.10(17.051) 57.90(2.280) 266.70(10.500) 316.60(12.465) 203.20(8.000) 32.90(1.295) 45.20(1.780)

22" (550mm) 558.80(22.000) 584.2(23.00) 241.30(9.500) 389.40(15.331) 433.10(177.051) 485.580(18.051) 483.90(19.051) 70.60(2.780) 317.50(12.500) 367.40(14.465) 250.00(10.000) 171.0(6.732) 45.60(1.795) 57.90(2.280)
24" (600mm) 609.60(24.000) 635.0(25.00) 266.70(10.500) 440.20(17.331) 483.90(19.051) 509.30(20.051) 534.70(21.051) 70.60(2.780) 317.50(12.500) 367.40(14.465) 250.00(10.000) 171.0(6.732) 45.60(1.795) 57.90(2.280)
26" (650mm) 660.40(26.000) 685.8(27.00) 292.10(11.500) 491.00(19.331) 534.70(21.051) 560.10(22.051) 585.50(23.051) 83.30(3.280) 393.70(15.500) 443.60(17.465) 330.20(13.000) 209.10(8.232) 58.30(2.295) 70.60(2.780)
28" (700mm) 711.20(28.000) 736.6(29.00) 317.50(12.500) 541.80(21.331) 585.50(23.051) 610.90(24.051) 636.30(25.051) 83.30(3.280) 393.70(15.500) 443.60(17.465) 330.20(13.000) 209.10(8.232) 58.30(2.295) 70.60(2.780)

Installation Instructions

QUICK INSTALLATION GUIDE OF
NJ-74006

Loading, Full Extension Slides, 180 pound (80 kgs) loading

Step 1 > Install cabinet member to cabinet

Align center line of cabinet member to pre-determined center line (H),

READ THE QUICK INSTALLATION GUIDE and place slide 2 mm backward from cabinet opening. (Figure1)
FIRST BEFORE INSTALLATION

A. Recommended screws for fixing — #8-32 pan head. Each side of slide

. ‘!’ Fix the slides through the holes on cabinet member. Keep the screw
requires at least 6 screws. 10.0mm ’

loose for final adjustment. Move the slides back and forth, and make
B. Mounting plates are handed, g sure no screw is bound.

so please make sure you — =
have 1 piece of right hand
plate and 1 piece of left for
one drawer.
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Technical Specifications for drawer H /
22.5mm—» <
® Side clearance is ]
recommended to be 22.5 mm
with mounting plates. Jmm (Figure1)

Pleaser refer to DIM A. Set the cabinet

member 2mm back
® The relation between the

center line of mounting hole
on the plate and center of
the slides is as figure B. After
determine the center line of
the slides, you may
determine the location of

mounting by placing the center line of mounting hole on the plate 33.25
mm above slide center line.

[§

‘Lrﬁﬁ(aﬁy

{

Center Line

Step2 > Install drawer member to drawer

— DIML+2mm (please refer
to Dimension table)

\” Align center line of mounting holes on plates to the pre
determined line (33.25 mm), and set the plate back from
the drawer front by DIML +2 mm. (Figure2)

\gy Fix the plate through slots for vertical or horizontal
©adjustments. Leave the screw loose for final adjustment.

(Figure2)

Step3 > Mounting the drawer to the slides

\” Refer to figure 3. (Figure3)

(Figure3)

Final Adjustment.......

Open and close drawer back forth, and see if slide
function correctly. If not, make adjustments. If so,

. . Zoom +
tighten all screws, and add more screws if needed.
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